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Summary of Product Standards for GreenSpec

1. Products Made with Salvaged, Recycled, or Agricultural Waste Content
la. Salvaged products
1b.  Products with posteonsumer recycled content
le.  Products with pre<onsumer recycled content
1d.  Product made with agriculural waste material

. Products That Conserve Natural Resources

20, Products that reduce matericl use

2b.  Preducts with exceptional durability or low meintenance requirements
2c.  Cerfified wood products

2d.  Rapidly renewohble products

. Products That Aveid Toxic or Other Emissions

3a.  Natural or minimally precessed products

3b.  Alternatives to ozone-deplefing substances

3c.  Alternatives to hazerdous products

3d.  Products that reduce or eliminate pesticide treatments

Je.  Products that reduce stormwater pollufion

3. Products thot reduce impacts from construction or demolition activities
3g.  Products that reduce pollution or waste from operations

. Products That Save Energy or Water

4o, Building components that reduce heoting and cooling loads
4b.  Equipment that conserves energy and manages loods

dc.  Renewable energy and fuel cell equipment

4d.  Fixtures ond equipment that conserve water

. Products That Confribute to a Safe, Healthy Built Environment

Sa.  Products that do net release significant pollutants into the building

5b.  Products that block the introduction, development, or spread of indoor contaminants
Sc. Produets that remove indoor pollutants

5d.  Products that warn accupants of health hozards in the building

Se.  Products that improve light qualiy

St Preduets that help noise control

Sg.  Produects that enhoncs community wellheing
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LCA researchers quantifyand characterize the inputs and outputs of every stage in a product’s

Tife to assess its overall envirommental performance.
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Adapted from
Sdentific Conwlting Group
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“Life-cycle Thinking” used in
GreenSpec product evaluations

Criteria for approving
products into GreenSpec




BuildingGreen.com =

GREEN PRODUCTS

Sitework & Landscaping
Decking

Outdoor Structures
Foundations, Footers, and
Slabs

Structural Systems &
Components

Sheathing

Exterior Finish & Trim
Roofing

Windows

Doars

Insulation

Flooring & Floorcoverings
Interior Finish & Trim
Paints & Coatings

Caulks & Adhesives
Mechanical
Systems/HVAC

Plumbing

Lighting

Electrical

Appliances

Furniture & Furnishings
Renewable Energy

Log In ome a member today!

Bibliography €a
PRODUCTS

BuildingGreen Suite Membership... Join Now «

for over 2, vironmentally
conduct their own research based on
i ive a lected for
review. This independent research ensures that our product descriptions contain unbiased, quality
n. Unlike many other dir ge for listings or sell ads.

For more information or to purchase any of the products listed, please contact the
manufacturer ctly.

Featured Products

Nexterra Commercial Carpet Tiles Cooper LED Architectural Lighting
- The Lumiére Cambria
03 architectural
ent and landscape
xtures are now ucts
-green attributes, e.g.
“Releases minimal
pollutants"
* Guideline green building
new or retrafit applications is simple
and seam|es:

www.buildinggreen.com
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Fiberglass insulation is
traditionally held together with
formaldehyde-based binders

BUT...

« Formaldehyde is
considered a carcinogen by
the International Agency for
Research on Cancer
(IARC)

« Formaldehyde is also linked / 4 |
to immune, reproductive, Sfhetier OrEns G
developmental, neurological,
and respiratory problems
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Formaldehyde-free insulation
Photo: Johns Manville




EcoBatt insulation using Ecose binder.
Photo: Knauf




CertainTeed: “Sustainable
Insulation” with bio-based
binder released in 2010.

“Sustainable Insulation” Photo: CertainTeed




Photo: Owens Corning




Chromium,
cadmium, and cobalt
used in anti-
corrosive paint are
known or possible

carcinogens.

May also contain
VOCs and other
hazardous airborne
pollutants (HAPS)
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Photo: EonCoat, LLC




Waterborne, two-part,
ceramic coating

Part A : phosphoric acid and
Part B: magnesium
hydroxide ("milk of
NEGRESER)

No VOCs or HAPs

Smaller CO, footprint than
standard coatings

Photo: EonCoat, LLC

www.eoncoat.com




Photo: EonCoat, LLC




1-HP pump operating 24/7 at a Vermont church. Photo: Alex Wilson




Wilo Stratos pump (commercial)




www.wilo-usa.com

Wilo Stratos ECO (residential)
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www.ornilux.com
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WWW.geopier.com
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www.bensonwood.com
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WWwWw.niagaraconservation.com
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www.knightwall.com
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